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LEGAL DESCRIPTION:

50'X 80' OF LOT 86, BLOCK B, OF MECHANICSVILLE IN HOUMA,
TERREBONNE PARISH, LOUISIANA, DESCRIBED IN A DEED
THEREOF RECORDED IN BOOK 1927, PAGES 371-374, OF THE
CLERK OF COURT RECORDS OF TERREBONNE PARISH,
LOUISIANA,

PROPOSED CONCRETE

CONCRETE PAD 16 SQFT

TOTAL 16 SQFT

IMPERVIOUS SQUARE

FOOTAGE
PROPOSED SQUARE FOOTAGE
LOT AREA 3000 SQFT
PROPOSED 15T FLOOR BSE SQFT
FRONT PORCH 74 SQFT
REAR PORGH o1 8OFT

XISTING DRIVEWAY 244 8OFT
CONCRETE PAD 16 SQFT
TOTAL COVERED 1,281 SQFT

APPROXIMATE LAND TABULATION

LOT AREA 3,000 SGFT
TOTAL COVERED AREA 1,281 SQFT
IMPERVIOUS PERCENTAGE 4270 %
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NOTES

1. THE FINISHED FLOOR ELEVATION SHALL BE A MINIMUNM 207
ABQVE B.F.E

2. THE FINISHED GRADE AT HOUSE FOUNDATION SHALL PROVIDE
POSITIVE DRAINAGE AWAY FROM STRUCTURE AND SHALL
START A MINIMUM OF &' BELOW FINISHED FLOOR OF SLAB OR
MINIMUM " BELOW PIER FOOTINGS FOR ELEVATED FLOOR,

3. GRADING BELOW ELEVATED FLOOR SHALL PROVIDE POSITIVE
DRAINAGE AWAY FROM HOUSE FOOTPRINT AND PREVENT
POOLING UNDER HOUSE,

4. NOBUILD LINES OR EASEMENTS SHOWN ON PLAT BEYOND
THE RO,

6. FINISHED CONSTRUGCTION GRADING PATTERN SHALL COMVEY
WATER RUN-OFF AWAY FROM ADJACENT PROPERTIES.

6. WETLAND AREA TO REMAIN UNDISTURBED DURING

CONSTRUGTION.
Revisions:
# DATE DESCRIPTION OF CHANGE
0 11/08/2023 ISSUED FOR CONSTRUCTION
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